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ADDENDUM No. 2 – FEBRUARY 10, 2023 


RE: Roswell Independent School District – AESC HVAC Upgrades 


 


FROM:  McClain + Yu Architecture & Design 


  2010 Ridgecrest Dr. SE 


  Albuquerque, NM 87108 


 


TO:  ALL BIDDERS OF RECORD  


 


This Addendum forms part of the Contract Documents and modifies or supplements the Project Manual 


or the Drawings as indicated below.  All other provisions of the Contract Documents shall remain 


unchanged.  This Addendum is hereby made a part of the Contract Documents to the same extent as 


those provisions contained in the original documents and all itemized listings thereof.  Bidders shall 


acknowledge receipt of this Addendum in the appropriate space on the Bid Form. 


CLARIFICATIONS 


1. The previously issued addendum is titled “Addendum No. 3”.  This is corrected to “Addendum No. 1”  


See attached first page of Addendum No. 1 


2. Include the cost of roller shades in Additive Alternate #2. 


3. The contractor shall use square ducts at locations shown on drawings. 


4. The contractor may use “Victaulic” or approved equal piping upon approval by the Engineer on system 


review.  Victaulic couplings shall be zero flex ridged style 07 or approved equal.  Victaulic shall be used 


from 2-1/2 and larger; 2” and below shall be either copper or black steel. 


PRIOR APPROVALS: 


1. A request for a prior approval was received from pc automated controls for automated logic – a 


proposed substituted within section 25 100 00 pelican controls.  Upon review this substitution is rejected. 


The specified controls constitute the school district standard. 


2. Each equipment item for which the Contractor desires to install equipment other than the specific item 


identified in the equipment schedule or equivalent equipment by manufacturers specifically named in the 


schedule, the Contractor shall bear full responsibility to prove to the Engineer that the furnished 


equipment is equivalent to or better than the specified item.  Failure to provide such proof will result in 


rejection of the shop drawing submittal by the Engineer.  Prior written or verbal approval by the Engineer 


of equipment by other manufacturers will not relieve the Contractor of responsibility to provide 


equivalence.  Any prior approval given is intended only to provide preliminary agreement that the 
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alternate manufacturer may make equipment that complies with the specification requirements and not 


that all equipment manufactured by him is acceptable.  


Equipment        Approved Manufacturer   


Chiller         Daikin  


DOAS       Aaon  


Package Rooftop Unit      Daikin  


Fan Coils        Envirotec Fan 


PROJECT MANUAL:      


1. None. 


DRAWING SHEETS: 


The following are modifications made to the Drawings:   


1. SHEET G-002 


a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 
2. SHEET G-004 


a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023 


b. NOTE: ENTIRE BUILDING WILL BE MADE AVAILABLE TO CONSTRUCTION 
ACTIVITIES. CCUPANTS PARTIALLY REMAINING IN THE BUILDING) WILL NOT BE 
NECESSARY.  NOTICE TO PROCEED AND SUBSTANTIAL COMPLETION REMAIN 
THE SAME.  CONTRACTOR WILL NOT BE ALLOWED TO MOBILISE ON SITE UNTIL 
JUNE 1, 2023. 


3. SHEET AD104 
a. SEE REVISED ROOF PLAN, REVISION DATED FEBRUARY 10, 2023. 


4. SHEET AD113 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


5. SHEET AD201 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


6. SHEET AD202 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


7. SHEET AD203 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


8. SHEET A-104 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


9. SHEET A-202 
a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 


10. SHEET A-502 
a. DETAIL B4, SECTION DETAIL – BOILERROOM 1-HR RATED CEILING, DELETE TEXT 


“(SIM. TO UL_)” FROM SENTENCE “(SIM. TO UL_) 1-HOUR CALCULATED FIRE…”  
11. SHEET A-503 


a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 
12. SHEET A-602 


a. SEE REVISED SHEET, REVISION DATED FEBRUARY 10, 2023. 
13. SHEET E001  


a. SEE ATTACHED SKETCH SKE-001-01.  







 


McClain + Yu Architecture & Design 


2010 Ridgecrest Dr.  SE 


Albuquerque NM 87108 


(505) 266-2142 


www.mcclain-yu.com 


14. • SHEET E201  
a. SEE ATTACHED SKETCH SKE-201-01.  


15. • SHEET E202  
a. SEE ATTACHED SKETCH SKE-202-01.  


16. • SHEET E203  
a. SEE ATTACHED SKETCH SKE-203-01.  


17. • SHEET E600  
a. SEE ATTACHED SKETCH SKE-600-01. 


 


QUESTIONS AND CLARIFICATIONS: 


The following are responses to questions that have been submitted in writing: 


 


1)  


Q:  Will there be room for the furniture to be relocated inside the building or will we need to 


provide for outside storage? 


A: There will be room for furniture to be relocated by the contractor inside the building. 


2)  


Q:  Is there an architects estimate for window replacements? 


A:  Yes, the cost of Additive Alternate 1, with roller shades, was estimated at $1,347,791 not 


including NMGRT. 


3)  


Q:  Should the roller window shade cost be included in Alternate Bid I with new windows or in 


the base bid? 


A:  Yes 


4)  


Q:  Is patching and fire sealant at pipe or duct penetration at B2-B3-C2-C3 sheet S401 required 


on 2nd, 3rd, or 4th floor where new ceiling will cover penetrations?  


A:  Corridor walls are not rated assemblies.  Patching at areas not exposed to view is not 


required.  Acoustical sealant at pipe and duct penetrations is required. See details as modified in 


Addendum No. 2. 


5)  


Q:  Can the rectangular duct that is 12x12 or smaller be changed to round due to utilizing round 


cores in lieu of square cuts due to the structure integrity? 


A:  No, see clarification #3. 


6)  


Q:  It has been discussed to stop the insulation for the piping and duct at the wall at each cored 


hole as to keep the coring hole sizes to a minimum. Will there be a detail showing a procedure 


for the approved method of this installation… Fire caulk, foam, etc. 


A:  Please see penetration details as modified in Addendum No. 2. 


7)  


Q:  Addendum #1 is titled Addendum #1 but the actual PDF begins:   ADDENDUM No. 3-February 


3, 2023.   Since we will be acknowledging addendums in the RFP, will this be corrected? 


A:  The previously issued addendum is titled “Addendum No. 3”.  This is corrected to “Addendum 


No. 1”  See attached first page of Addendum No. 1 
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8) 


Q: The specification for the piping shows to be welded pipe and fittings. Can you please approve 


the use of Victaulic for this project? 


A: See clarification #4. 


 


 
 


END OF ADDENDUM 
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ADDENDUM No. 1 – FEBRUARY 3, 2023 


RE: Roswell Independent School District – AESC HVAC Upgrades 


 


FROM:  McClain + Yu Architecture & Design 


  2010 Ridgecrest Dr. SE 


  Albuquerque, NM 87108 


 


TO:  ALL BIDDERS OF RECORD  


 


This Addendum forms part of the Contract Documents and modifies or supplements the Project Manual 


or the Drawings as indicated below.  All other provisions of the Contract Documents shall remain 


unchanged.  This Addendum is hereby made a part of the Contract Documents to the same extent as 


those provisions contained in the original documents and all itemized listings thereof.  Bidders shall 


acknowledge receipt of this Addendum in the appropriate space on the Bid Form. 


PREPROPOSAL CONFERENCE 


1. A non-mandatory preproposal conference was held at 2:00 PM on February 2, 2023 at the site.  See 


meeting agenda and sign in sheet, attached.  Submit all questions and prior approval requests in writing. 


2. A tour of the existing building was conducted. For offerors wanting to make additional visits to the 


building, please contact Chris Thweatt or Jeremy Sanchez to schedule a visit. 


PRIOR APPROVALS:    None 


PROJECT MANUAL:      


1. ROLLER WINDOW SHADES: 


 a. ADD 12 24 13 ROLLER WINDOW SHADES, ATTACHED, TO THE PROJECT MANUAL. THIS  


SPECIFICATION HAS NOT BEEN ISSUED PREVIOUSLY. 


DRAWING SHEETS: 


The following are modifications made to the Drawings:   


1. SHEET G-003 CONSTRUCTION PHASING DIAGRAM 
a. SEE REVISED PHASING DIAGRAM 
b. NOTE: ENTIRE BUILDING WILL BE MADE AVAILABLE TO CONSTRUCTION 


ACTIVITIES. PHASING OF CONSTRUCTION ACTIVITIES (TO ACCOMMODATE 
BUILDING OCCUPANTS PARTIALLY REMAINING IN THE BUILDING) WILL NOT BE 
NECESSARY.  NOTICE TO PROCEED AND SUBSTANTIAL COMPLETION REMAIN 
THE SAME.  CONTRACTOR WILL NOT BE ALLOWED TO MOBILISE ON SITE UNTIL 
JUNE 1, 2023.  
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CORRECTION TO "ADDENDUM No. 1" FROM "ADDENDUM No. 3", NO OTHER CORRECTIONS TO ADDENDUM No. 1
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A. PROTECT EXISTING BUILDING ELEMENTS NOT SUBJECT TO ALTERATION 
BY THE WORK INCLUDING ELEMENTS SUCH AS BUT NOT LIMITED TO 
FLOORS, WALLS, WOODWORK, LOCKERS, CEILINGS, LIGHTING, 
HARDWARE, STAIRWAYS, AND CABINETS / CASEWORK / DISPLAY CASES.


B. CONTRACTOR TO MOVE EXISTING BUILDING CONTENTS AS REQUIRED TO 
PERFORM THE WORK INDICATED PROTECTED FROM DAMAGE AND 
RETURNED TO THE ORIGINAL LOCATION AT THE COMPLETION OF            
THE WORK.


NTS
A5


WORK PLAN - FIRST FLOOR


NTS
B5


WORK PLAN - SECOND FLOOR


NTS
C5


WORK PLAN - THIRD FLOOR


NTS
E5


WORK PLAN - ROOF


NTS
D5


WORK PLAN - FOURTH FLOOR


SHEET KEYNOTES


1 CONTRACTOR TO MOVE FURNITURE OUT OF ENTIRE SEQUENCE AREA
PRIOR RO COMMENCEMENT OF SEQUENCE WORK


2 CONTRACTOR TO MOVE FURNITURE BACK IN TO ENTIRE SEQUENCE AREA
ONCE SEQUENCE WORK IS COMPLETE


3 PROTECT EXISTING INSTALLATION IN THIS AREA INCLUDING, BUT NOT
LIMITED TO, FLOORING, FIXED SEATING, CEILINGS, WALLS, & LIGHTING.


4 PROVIDE SCAFFOLDING AS NECESSARY FOR THE WORK IN CEILING AREAS.


5 PROVIDE SCAFFOLDING AS NECCESSARY FOR ADDITIVE ALTERNATE NO. 1


6 PROVIDE SCAFFOLDING AS NECCESSARY FOR MASONRY REPAIR
ALLOWANCE - SEE ROOF PLAN.
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A. NONE


PROJECT INFORMATION
ROSWELL INDEPENDENT SCHOOL DISTRICT AESC MECHANICAL, LIGHTING, CEILING, 
ROOFING, AND WINDOW UPGRADES. PROJECT IS LOCATED AT 300 N. KENTUCKY, ROSWELL, 
NM 88201.


APPLICABLE CODES
NEW MEXICO ADMINISTRATIVE CODE
2015 NEW MEXICO EXISTING BUILDING CODE (2015 I.E.E.C)
2015 INTERNATIONAL BUILDING CODE (2015 IBC) W/ NM AMENDMENTS
2015 NEW MEXICO PLUMBING CODE (2015 IPC)
2015 NEW MEXICO MECHANICAL CODE (2015 IMC)
2017 NEW MEXICO ELECTRICAL CODE W/ NM AMENDENTS (2017 NEC)
2015 INTERNATIONAL BUILDING CODE (2015 IBC) W/ NM AMENDMENTS
2018 INTERNATIONAL ENERGY CONSERVATION CODE W/ NM AMENDMENTS
NFPA 101 - LIFE SAFETY CODE


IEBC CLASSIFICATION
EXISTING RENOVATED SPACES:  ALTERATION-LEVEL 1; REMOVAL AND REPLACEMENT OR 
THE COVERING OF EXISTING MATERIALS, ELEMENTS, EQUIPMENT, OR FIXTURES USING NEW 
MATERIALS, ELEMENTS, EQUIPMENT, OR FIXTURES THAT SERVE THE SAME PURPOSE. -
SECTION 503
BUILDING QUALIFIES UNDER CHAPTER 12 IEBC "HISTORIC BUILDINGS" - BUILDING IS LISTED 
ON THE STATE & NATIONAL REGISTERS OF HISTORIC PLACES


ALLOWABLE BUILDING AREAS & STORIES
NO CHANGE TO BUILDING AREA PROPOSED.


OCCUPANCY GROUP
EXISTING OCCUPANCY GROUP "B" BUSINESS (IBC SECTION 304.1) & ASSEMBLY GROUP "A-1" 
(IBC SECTION 303.2) - NO CHANGE TO OCCUPANCY GROUP PROPOSED.


CONSTRUCTION TYPE
TYPE VB - SECTION 602.5


EXIT ACCESS TRAVEL DISTANCE
MAX ALLOWED = 200 FT, MAXIMUM NOT EXCEEDED - TABLE 1017.2
NO CHANGES TO EXISTING BUILDING CONFIGURATION PROPOSED.


SPECIAL DETAILED REQUIREMENTS 
BASED ON USE AND OCCUPANCY
NONE PER CHAPTER 4


FIRE RESISTANCE RATING REQUIREMENTS
TYPE VB
PRIMARY STRUCTURAL FRAME - 0 HR. TABLE 601
BEARING WALLS - 0 HR. TABLE 601
EXTERIOR WALLS-NONBEARING - 0 HR. TABLE 602 (>10 FT REQUIRED)
INTERIOR WALLS-NONBEARING - 0 HR. TABLE 601
FLOOR CONSTRUCTION AND SECONDARY MEMBERS - 0 HR. TABLE 601
ROOF CONSTRUCTION AND SECONDARY MEMBERS - 0 HR. TABLE 601


OCCUPANT LOAD
TABLE 1004.1.2
NO CHANGE TO OCCUPANT LOAD, COMMON PATH OF EGRESS TRAVEL, OR EXITS 
PROPOSED.


ACCESSIBLE ROUTE
SECTION 1104.3.1 - NO CHANGE TO ACCESSIBLE ROUTE PROPOSED.


EXIT WIDTHS
REQUIRED - SECTION 1005.1 
NO CHANGES TO STAIRWAYS OR OTHER EGRESS COMPONENTS PROPOSED.


DEAD END CORRIDORS
MAX DEAD END CORRIDOR LENGTH 20 FT - SECTION 1020.4 - NO CHANGE TO EXISTING 
BUILDING CONFIGURATION PROPOSED.


PLUMBING FIXTURES
TABLE 2902.1 - NO CHANGES TO PLUMBING FIXTURES PROPOSED.


ACCESSIBILITY
IBC CHAPTER 11 & ANSI A117.1 - NO CHANGES TO ACCESSIBILITY PROPOSED.


PORTABLE FIRE EXTINGUISHERS
IBC TABLE 906.3(1) LIGHT HAZARD; 1 PER 3,000 SF; 75 FT MAX TRAVEL DISTANCE - NO 
CHANGE PROPOSED EXISTING FIRE EXTIGUISHER LOCATIONS.


SEISMIC SITE CLASS
SITE CLASS D - IBC 1613.3.2 DEFAULT


ENERGY CODE
I.E.B.C. SECTION 708


CLIMATE ZONE 3B - IECC TABLE C301.1
REQUIRED PROVIDED


OPAQUE ELEMENTS - IECC TABLE C402.1.3
ROOF - INSULATION ENTIRELY ABOVE DECK R-25 CI R-25 CI
WALL - METAL FRAMED R-13 + R7.5CI NO CHANGE PROPOSED
WALL - MASS R-7.6CI NO CHANGE PROPOSED
FLOOR - UNHEATED SLABS NO REQUIREMENT NO CHANGE PROPOSED
OPAQUE DOORS R-4.75 NO CHANGE PROPOSED


FENESTRATION - IECC TABLE C402.4
FIXED FENESTRATION U-0.46 U-0.46
OPERABLE FENESTRATION U-0.60 U-0.60
ENTRANCE DOORS U-0.77 NO CHANGE PROPOSED
SHGC: PF<.2 -  GLAZING - S E W 0.25 0.25
SHGC: PF<.2 -  GLAZING - N 0.33 0.33
SKYLIGHTS U-.55/SHGC-0.35 NO CHANGE PROPOSED


NOTE: ABOVE VALUES ARE PER THE 2018 NEW MEXICO ENERGY CONSERVATION CODE.


"EXCEPT AS SPECIFIED IN THIS CHAPTER, THIS CODE SHALL NOT BE USED TO REQUIRE THE REMOVAL, 
ALTERATION OR ABANDONMENT OF, NOT PREVENT THE CONTINUED USE AND MAINTENANCE OF, AN EXISTING 
BUILDING OR BUILDING SYSTEM LAWFULLY IN EXISTENCE AT THE TIME OF ADOPTION OF THIS CODE." - IECC C501.2


OCCUPANCY SEPARATION
TABLE 508.4 REQUIRED SEPARATION OF OCCUPANCIES - NO CHANGE IN OCCUPANCIES OR 
OCCUPANCY SEPARATIONS PROPOSED.


FIRE PROTECTION
I.E.B.C. SECTION 703


AUTOMATIC SPRINKLER SYSTEMS


EXISTING BUILDING IS NON-SPRINKLERED (NS) EXCEPT THE AREAS UNDER THE 
LOWER LEVEL AUDITORIUM SEATING.


BOILER ROOM FIRE PROTECTION REQUIREMENTS


ROOMS WITH BOILERS (IBC TABLE 509 INCIDENTAL USES)


ROOMS WITH BOILERS WHERE THE LARGEST PIECE OF EQUIPMENT IS OVER 10 PSI AND 10 HORSEPOWER


1 HR RATED SEPARATION PROVIDED


FIRE ALARM


EXISTING FIRE ALARM SYSTEM TO REMAIN EXCEPT AS REQUIRED BY MODIFICATION PROPOSED BY THIS 
PROJECT.


SHAFT ENCLOSURES - FIRE RESISTANCE RATING


IBC SECTION 713.4


NEW CHASE AND SHAFT OPENINGS ARE REQUIRED TO BE CONSTRUCTED.  NEW CHASE AND SHAFT OPENINGS 
SHALL PROVIDE PROTECTION AS FOLLOWS:
WHERE CONNECTING FOUR STORIES OR MORE:  2HR FIRE RESISTANCE RATING
WHERE CONNECTING LESS THAN FOUR STORIES:  1HR FIRE RESISTANCE RATING


3/64" = 1'-0"
A1


CODE PLAN - FIRST FLOOR
3/64" = 1'-0"


A3
CODE PLAN - SECOND FLOOR


3/64" = 1'-0"
C1


CODE PLAN - THIRD FLOOR
3/64" = 1'-0"


C3
CODE PLAN - FOURTH FLOOR
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A.   DRAWINGS & SPECIFICATIONS ARE COMPLIMENTARY COMPONENTS OF THE CONTRACT DOCUMENTS, 
REVIEW ALL DRAWINGS AND SPECIFICATIONS FOR THE COMPLETE SCOPE OF WORK. NOTIFY ARCHITECT 
IMMEDIATELY FOR CLARIFICATION IF INCONSISTENCIES, CONTRADICTIONS OR OMISSIONS ARE DISCOVERED.
B.   EXISTING PLAN CONFIGURATION & BUILDING INFORMATION HAS BEEN PROVIDED BY THE OWNER AND 
BELIEVED TO REFLECT CURRENT CONDITIONS, CONTRACTOR TO CONFIRM ALL EXISTING CONDITIONS PRIOR 
TO COMMENCEMENT OF WORK. NOTIFY ARCHITECT IF INCONSISTENCIES, CONTRADICTIONS OR OMISSIONS 
ARE DISCOVERED.
C.   DO NOT SCALE DRAWINGS, IF DIMENSIONAL INFORMATION IS REQUIRED & NOT FOUND, NOTIFY 
ARCHITECT IMMEDIATELY FOR CLARIFICATION.
D.   CONTRACTOR TO COORDINATE EXTENT OF DEMOLITION WORK REQUIRED WITH WORK SHOWN ON 
PROPOSED FLOOR PLANS.
E.   PROTECT ALL EXISTING WORK TO REMAIN & REPAIR DAMAGED AREAS TO MATCH EXISTING ADJACENT 
SURFACES UNLESS NOTED OTHERWISE.
F.   CONTRACTOR TO COORDINATE DEMOLITION ACTIVITIES WITH OWNER SO AS TO MAINTAIN FULL 
FUNCTIONALITY OF ADJACENT OWNER-OCCUPIED SPACES.
G.   CONTRACTOR TO MAINTAIN MEANS OF EGRESS PATHWAYS AT ALL TIMES. COORDINATE ALTERNATE 
PROVISIONS AND OBTAIN APPROVAL FROM OWNER AND AUTHORITY HAVING JURISDICTION IF EXISTING 
MEANS OF EGRESS MUST BE ALTERED.
H.   PROTECT EXISTING CONSTRUCTION TO REMAIN.
J.    PATCH & PREPARE SUBSTRATE TO RECEIVE NEW FINISHES IN ACCORDANCE WITH NEW FINISH MATERIAL 
MANUFACTURER’S RECOMMENDATIONS.
K.   UTILITIES THAT REMAIN WITHIN EXISTING WALLS TO BE DEMOLISHED ARE TO BE REROUTED AS REQUIRED 
TO FACILITATE THE NEW PLAN CONFIGURATION.
L.    LABEL & PACKAGE ALL COMPONENTS OF SALVAGED ITEMS TO BE DELIVERED TO OWNER. COORDINATE 
LABEL & PACKAGE REQUIREMENTS & STORAGE LOCATIONS WITH OWNER.
M.   CONTRACTOR TO PROVIDE FIRE, SMOKE, DIRT, DUST & NOISE CONTAINMENT BARRIERS BETWEEN THE 
WORK AREA & THE ADJACENT OWNER-OCCUPIED SPACES. CONTRACTOR TO COORDINATE TIMING 
CONSTRUCTION ACTIVITY WITH OWNER SO AS TO MINIMIZE DISRUPTION TO BUILDING OCCUPANTS.
N.    CONTRACTOR TO COORDINATE ALL UTILITY SYSTEM SHUTDOWN ACTIVITIES IN ADVANCE WITH THE 
OWNER AND MAINTAIN FULL FUNCTIONALITY OF ADJACENT OWNER-OCCUPIED SPACES.
O.   CONTRACTOR TO REMOVE ALL DEMOLITION DEBRIS AND CONSTRUCTION DEBRIS ON A DAILY BASIS, 
COORDINATE MEANS, METHODS & ROUTES AND CONTAMINATION CONTROL PROTOCOLS WITH OWNER.
P.   WHERE SELECTIVE DEMOLITION IS REQUIRED ADJACENT TO EXISTING SURFACES TO REMAIN, PATCH AND 
REPAIR TO MATCH EXISTING SURFACES UNLESS NOTED OTHERWISE.
Q.   ALL UTILITY SYSTEMS & OTHER COMPONENTS THAT ARE SCHEDULED FOR DISCONNECTION SHALL BE 
REMOVED IN THEIR ENTIRETY, “DISCONNECT, CAP & ABANDON IN PLACE”IS NOT ACCEPTABLE UNLESS 
SPECIFICALLY NOTED OTHERWISE.
R.   TESTING, ABATEMENT AND DISPOSAL OF HAZARDOUS MATERIALS: NOT IN CONTRACT. TESTING, 
ABATEMENT AND DISPOSAL SHALL BE PERFORMED PRIOR TO THE WORK. CONTACT OWNER IMMEDIATELY IF 
PRESUMED HAZARDOUS MATERIALS ARE DISCOVERED ON SITE.
S.   DEMOLISH CONCRETE AND MASONRY IN SMALL SECTIONS AND PERFORM REMOVAL CONTINUOUSLY TO 
AVOID EXCESSIVE LOADS ON SUPPORTING WALLS, FLOORS, FRAMING, AND/OR STRUCTURAL SYSTEM.
T.   PROVIDE BARRICADES & SAFETY LIGHTS AT WORK AREAS TO DIRECT OCCUPANTS AWAY FROM WORK 
ACTIVITIES.
U.   PROVIDE COVERED PASSAGEWAYS WHERE NECESSARY TO ENSURE SAFE PASSAGE OF PERSONS IN OR 
NEAR AREAS OF WORK.
V.   CONDUCT OPERATIONS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, WALKS, ENTRANCES, EXITS, 
AND OTHER ADJACENT OCCUPIED FACILITIES. DO NOT CLOSE OR OBSTRUCT PRIVATE DRIVES, WALKS OR 
OTHER OCCUPIED OR USED FACILITIES UNLESS APPROVED IN WRITING. DO NOT CLOSE OR OBSTRUCT 
PUBLIC THOROUGHFARES OR WALKS UNLESS APPROVED BY AUTHORITIES HAVING JURISDICTION. DO NOT 
OBSTRUCT EXITS FROM EXISTING FACILITIES WITHOUT APPROVAL OF AUTHORITIES HAVING 
JURISDICTION. PROVIDE ALTERNATE ROUTES AROUND CLOSED OR OBSTRUCTED TRAFFIC WAYS.
W.  PROTECT PROPERTY TO REMAIN: PROMPTLY REPAIR DAMAGE CAUSED BY DEMOLITION, AS DIRECTED BY 
ARCHITECT, AT NO COST TO OWNER, CONDUCT OPERATIONS TO PREVENT DAMAGE BY FALLING DEBRIS OR 
OTHER CAUSE TO ADJACENT BUILDINGS, STRUCTURES, AND OTHER FACILITIES AS WELL AS PERSONS, AND 
PROVIDE INTERIOR AND EXTERIOR SHORING, BRACING OR SUPPORT TO PREVENT MOVEMENT, SETTLEMENT 
OF COLLAPSE OF STRUCTURES.
X.   PERFORM PRELIMINARY INVESTIGATIONS AS REQUIRED TO ASCERTAIN EXTENT OF WORK. CONDITIONS 
WHICH WOULD BE APPARENT BY SUCH INVESTIGATION WILL NOT BE ALLOWED AS CAUSE FOR CLAIMS FOR 
EXTRA COSTS.
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A. MAIN ROOF SLOPES ARE SLOPED DECKS. CRICKETS ARE ASSUMED 
OVERLAYED MATERIAL. V.I.F. IF CRICKETS ARE SLOPED DECKS AS             
WELL CONTACT THE ARCHITECT


B. CLEAN ALL EXSITING THROUGH WALL SCUPPERS, EXISTING                        
CONDUCTOR HEADS AND DOWNSPOUTS TOP TO BOTTOM TO                      
ASSURE THE FREE FLOW OF WATER.


C. EXISTING ROOF, ROOF PARAPET AND ROOF DUCT MASTIC WITH 
BLACK TAR CONTAINS ASBESTOS - SEE HAZ-MAT REPORT. ROOF 
DEMOLITION REQUIRES PROPER TRAINING FOR ROOFER AND 
PROPER DISPOSAL OF ASBESTOS CONTAINING MATERIALS.


SHEET KEYNOTES


0' 8'4' 16' 32'


1/8" = 1'-0"
A1


DEMO & PATCHING PLAN - ROOF


1 EXISTING ROOF AREA TO REMAIN - NO NEW WORK


2 EXISTING ROOF AREA TO RECEIVE NEW 60 MIL TPO ROOFING OVER 4" OF
NEW POLY-ISO INSULATION - DEMO EXISTING MEMBRANE & TERMINATIONS
AS REQUIRED FOR NEW WORK.


3 EXISTING ROOF TOP MECHANICAL DUCT PENETRATION TO BE REMOVED.
SEE MECHANICAL. PATCH ROOF PENETRATIONS TO MATCH EXISTING DECK
PRIOR TO NEW ROOFING


4 NEW ROOF PENETRATION FOR NEW MECHANICAL, COORDINATE WITH
MECHANICAL - TYPICAL


5 EXISTING ROOF TOP VENTILATION TO REMAIN


6 EXISTING ROOF TOP MECHANICAL EQUIPMENT & ELECTRIC TO BE
REMOVED - SEE MECHANICAL. OPENING TO BE RE-USED WITH
MODIFICATIONS SEE NEW WORK


7 EXISTING ROOF TOP EXHAUST MECHANICAL EQUIPMENT & ELECTRIC TO BE
REMOVED INCLUDING CURB, REPAIR ROOF DECK PRIOR TO RE-ROOFING.


8 EXISTING PLUMBING VENT TO REMAIN


9 EXISTING CHIMNEY OR FLUE TO REMAIN


10 EXISTING ROOF TOP UNIT AND DUCTWORK AND ELECTRICAL TO BE
REMOVED


11 EXISTING ROOFTOP MECHANICAL EQUIPMENT & ELECTRIC TO BE
DISCONNECTED FOR UNIT REMOVAL/RE-SETTING FOR NEW ROOF WORK.
SEE NEW WORK


12 EXISTING ROOF LADDER TO BE REMOVED AND REPLACED - SEE NEW WORK


13 EXISTING GOOSE NECK VENTILATION DUCT TO REMAIN


14 EXISTING COVERED ABANDONED ROOF TOP OPENING TO REMAIN


15 EXISTING ELECTRICAL CONDUITS - SEE ELECTRICAL


16 EXISTING ELECTRICAL PANELS - SEE ELECTRICAL


17 EXISTING ROOF TOP MECHANICAL EQUIPMENT & ELECTRICAL TO BE
REMOVED - SEE MECHANICAL & ELECTRICAL - EXISTING CURB TO BE
REMOVED.  PATCH ROOF PENETRATION TO MATCH EXISTING DECK PRIOR
TO NEW ROOFING


18 EXISTING CLOSED ROOF OPENING TO BE REOPENED WITH NEW CURB - SEE
MECHANICAL


19 REPAIR EXISTING COPING JOINTS & ENTIRE COPING - USE MASONRY
REPAIR ALLOWANCE, SEE GENERAL SHEET NOTES


20 REPOINT EXISTING BRICK WORK ON FLUE/CHIMNEY - USE MASONRY
ALLOWANCE, SEE GENERAL SHEET NOTES


21 REPAIR EXISTING COPING - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


22 REPOINT EXISTING BRICK WORK - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


23 REPLACE MISSING COPING, MATCH ADJACENT - USE MASONRY REPAIR
ALLOWANCE, SEE GENERAL SHEET NOTES


24 REPAIR EXISTING MASONRY - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES.
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A.   DRAWINGS & SPECIFICATIONS ARE COMPLIMENTARY COMPONENTS OF THE CONTRACT DOCUMENTS, 
REVIEW ALL DRAWINGS AND SPECIFICATIONS FOR THE COMPLETE SCOPE OF WORK. NOTIFY ARCHITECT 
IMMEDIATELY FOR CLARIFICATION IF INCONSISTENCIES, CONTRADICTIONS OR OMISSIONS ARE DISCOVERED.
B.   EXISTING PLAN CONFIGURATION & BUILDING INFORMATION HAS BEEN PROVIDED BY THE OWNER AND 
BELIEVED TO REFLECT CURRENT CONDITIONS, CONTRACTOR TO CONFIRM ALL EXISTING CONDITIONS PRIOR 
TO COMMENCEMENT OF WORK. NOTIFY ARCHITECT IF INCONSISTENCIES, CONTRADICTIONS OR OMISSIONS 
ARE DISCOVERED.
C.   DO NOT SCALE DRAWINGS, IF DIMENSIONAL INFORMATION IS REQUIRED & NOT FOUND, NOTIFY 
ARCHITECT IMMEDIATELY FOR CLARIFICATION.
D.   CONTRACTOR TO COORDINATE EXTENT OF DEMOLITION WORK REQUIRED WITH WORK SHOWN ON 
PROPOSED FLOOR PLANS.
E.   PROTECT ALL EXISTING WORK TO REMAIN & REPAIR DAMAGED AREAS TO MATCH EXISTING ADJACENT 
SURFACES UNLESS NOTED OTHERWISE.
F.   CONTRACTOR TO COORDINATE DEMOLITION ACTIVITIES WITH OWNER SO AS TO MAINTAIN FULL 
FUNCTIONALITY OF ADJACENT OWNER-OCCUPIED SPACES.
G.   CONTRACTOR TO MAINTAIN MEANS OF EGRESS PATHWAYS AT ALL TIMES. COORDINATE ALTERNATE 
PROVISIONS AND OBTAIN APPROVAL FROM OWNER AND AUTHORITY HAVING JURISDICTION IF EXISTING 
MEANS OF EGRESS MUST BE ALTERED.
H.   PROTECT EXISTING CONSTRUCTION TO REMAIN.
J.    PATCH & PREPARE SUBSTRATE TO RECEIVE NEW FINISHES IN ACCORDANCE WITH NEW FINISH MATERIAL 
MANUFACTURER’S RECOMMENDATIONS.
K.   UTILITIES THAT REMAIN WITHIN EXISTING WALLS TO BE DEMOLISHED ARE TO BE REROUTED AS REQUIRED 
TO FACILITATE THE NEW PLAN CONFIGURATION.
L.    LABEL & PACKAGE ALL COMPONENTS OF SALVAGED ITEMS TO BE DELIVERED TO OWNER. COORDINATE 
LABEL & PACKAGE REQUIREMENTS & STORAGE LOCATIONS WITH OWNER.
M.   CONTRACTOR TO PROVIDE FIRE, SMOKE, DIRT, DUST & NOISE CONTAINMENT BARRIERS BETWEEN THE 
WORK AREA & THE ADJACENT OWNER-OCCUPIED SPACES. CONTRACTOR TO COORDINATE TIMING 
CONSTRUCTION ACTIVITY WITH OWNER SO AS TO MINIMIZE DISRUPTION TO BUILDING OCCUPANTS.
N.    CONTRACTOR TO COORDINATE ALL UTILITY SYSTEM SHUTDOWN ACTIVITIES IN ADVANCE WITH THE 
OWNER AND MAINTAIN FULL FUNCTIONALITY OF ADJACENT OWNER-OCCUPIED SPACES.
O.   CONTRACTOR TO REMOVE ALL DEMOLITION DEBRIS AND CONSTRUCTION DEBRIS ON A DAILY BASIS, 
COORDINATE MEANS, METHODS & ROUTES AND CONTAMINATION CONTROL PROTOCOLS WITH OWNER.
P.   WHERE SELECTIVE DEMOLITION IS REQUIRED ADJACENT TO EXISTING SURFACES TO REMAIN, PATCH AND 
REPAIR TO MATCH EXISTING SURFACES UNLESS NOTED OTHERWISE.
Q.   ALL UTILITY SYSTEMS & OTHER COMPONENTS THAT ARE SCHEDULED FOR DISCONNECTION SHALL BE 
REMOVED IN THEIR ENTIRETY, “DISCONNECT, CAP & ABANDON IN PLACE”IS NOT ACCEPTABLE UNLESS 
SPECIFICALLY NOTED OTHERWISE.
R.   TESTING, ABATEMENT AND DISPOSAL OF HAZARDOUS MATERIALS: NOT IN CONTRACT. TESTING, 
ABATEMENT AND DISPOSAL SHALL BE PERFORMED PRIOR TO THE WORK. CONTACT OWNER IMMEDIATELY IF 
PRESUMED HAZARDOUS MATERIALS ARE DISCOVERED ON SITE.
S.   DEMOLISH CONCRETE AND MASONRY IN SMALL SECTIONS AND PERFORM REMOVAL CONTINUOUSLY TO 
AVOID EXCESSIVE LOADS ON SUPPORTING WALLS, FLOORS, FRAMING, AND/OR STRUCTURAL SYSTEM.
T.   PROVIDE BARRICADES & SAFETY LIGHTS AT WORK AREAS TO DIRECT OCCUPANTS AWAY FROM WORK 
ACTIVITIES.
U.   PROVIDE COVERED PASSAGEWAYS WHERE NECESSARY TO ENSURE SAFE PASSAGE OF PERSONS IN OR 
NEAR AREAS OF WORK.
V.   CONDUCT OPERATIONS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, WALKS, ENTRANCES, EXITS, 
AND OTHER ADJACENT OCCUPIED FACILITIES. DO NOT CLOSE OR OBSTRUCT PRIVATE DRIVES, WALKS OR 
OTHER OCCUPIED OR USED FACILITIES UNLESS APPROVED IN WRITING. DO NOT CLOSE OR OBSTRUCT 
PUBLIC THOROUGHFARES OR WALKS UNLESS APPROVED BY AUTHORITIES HAVING JURISDICTION. DO NOT 
OBSTRUCT EXITS FROM EXISTING FACILITIES WITHOUT APPROVAL OF AUTHORITIES HAVING 
JURISDICTION. PROVIDE ALTERNATE ROUTES AROUND CLOSED OR OBSTRUCTED TRAFFIC WAYS.
W.  PROTECT PROPERTY TO REMAIN: PROMPTLY REPAIR DAMAGE CAUSED BY DEMOLITION, AS DIRECTED BY 
ARCHITECT, AT NO COST TO OWNER, CONDUCT OPERATIONS TO PREVENT DAMAGE BY FALLING DEBRIS OR 
OTHER CAUSE TO ADJACENT BUILDINGS, STRUCTURES, AND OTHER FACILITIES AS WELL AS PERSONS, AND 
PROVIDE INTERIOR AND EXTERIOR SHORING, BRACING OR SUPPORT TO PREVENT MOVEMENT, SETTLEMENT 
OF COLLAPSE OF STRUCTURES.
X.   PERFORM PRELIMINARY INVESTIGATIONS AS REQUIRED TO ASCERTAIN EXTENT OF WORK. CONDITIONS 
WHICH WOULD BE APPARENT BY SUCH INVESTIGATION WILL NOT BE ALLOWED AS CAUSE FOR CLAIMS FOR 
EXTRA COSTS.
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SHEET KEYNOTES


0' 8'4' 16' 32'


A. NONE


1/8" = 1'-0"
A1


DEMO & PATCHING REFLECTED CEILING PLAN - THIRD FLOOR


1 NOT USED


2 DEMO CEILING/ROOF FOR NEW DEDICATED OUTSIDE AIR SYSTEM DUCT
WORK TO ROOF FAN, SEE MECHANICAL. COORDINATE WITH STRUCTURE
AND NEW SHAFT ENCLOSURE


3 EXISTING SHAFT/VENT - NO PENETRATIONS


4 EXISTING VENT ABOVE - NO PENETRATIONS


1/8" = 1'-0"
D1


DEMO & PATCHING REFLECTED CEILING PLAN - FOURTH FLOOR
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A. ALL WORK SHALL BE INCLUDED IN THE BASE BID UNLESS NOTED 
OTHERWISE.


B. MASONRY RESTORATION ALLOWANCE 


EXTERIOR BRICK: SURVEY THE BUILDING EXTERIOR FOR BRICK 
POINTING. REPOINT AS DIRECTED BY THE ARCHITECT. FOR 
REPOINTING, PROVIDE UNIT COST PER LINEAR FOOT FOR REQUIRED 
MORTAR REMOVAL AND REPOINTING.


EXTERIOR STONE/PRECAST CONCRETE ELEMENTS: SURVEY THE 
BUILDING EXTERIOR FOR FAILING JOINTS BETWEEN STONE/PRECAST 
CONCRETE ELEMENTS AND ADJACENT CONSTRUCTION. FOR REPAIR 
OF JOINTS PROVIDE UNIT COST PER LINEAR FOOT FOR REMOVAL OF 
EXISTING MORTAR, PROVISION OF REPLACMENT MORTAR AND 
CAULKING JOINTS AS REQUIRED.


SHEET KEYNOTES


1/8" = 1'-0"
C1


DEMO & PATCHING EAST ELEVATION


1/8" = 1'-0"
A1


DEMO & PATCHING WEST ELEVATION


1 EXISTING DOWNSPOUT TO REMAIN - PROTECT.


2 EXISTING DOOR TO REMAIN – NO WORK. PROTECT.


3 EXISTING MECHANICAL UNIT.  DEMOLISH. PROVIDE NEW MECHANICAL UNIT
AND CURB – SEE MECHANICAL, STRUCTURAL AND ARCHITECTURAL
DRAWINGS.


4 EXISTING FIRE ESCAPE - NO WORK.


5 ADD ALT NO. 1: DEMOLISH EXISTING WINDOW, PREP OPENING, - SEE
DETAILS


6 EXISTING BUILDING TO REMAIN – NO WORK UNLESS OTHERWISE
INDICATED IN THE DRAWINGS.


7 NOT IN SCOPE


8 BASE BID - INFILL FORMER PANEL FOR A/C WINDOW UNIT WITH 1/2" OR
THINNER GLASS WITH FACE MOUNTED MULLION TO MATCH EXISTING
ADJACENT WINDOW - CONFIRM IN FIELD


9 EXISTING WINDOW TO REMAIN - NO WORK, PROTECT.


10 REPLACE MISSING COPING, MATCH ADJACENT - USE MASONRY REPAIR
ALLOWANCE, SEE GENERAL SHEET NOTES


11 REPAIR EXISTING JOINTS - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


12 REPAIR EXISTING COPING JOINT - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


13 REPOINT EXISTING BRICK WORK - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


14 NEW CHILLER WATER PIPERS - CORE WALLS AS REQUIRED - COORDINATE
EXACT LOCATION WITH MECHANICAL.


15 NEW BOILER INTAKE AIR - CORE CORNERS AND SAWCUT BETWEEN, DO
NOT OVERCUT - COORDINATE EXACT LOCATION WITH MECHANICAL


16 EXISTING EXTERIOR BUILDING JOINT.  SURVEY AND RESTORE. SEE DETAILS
- USE MASONRY ALLOWANCE, SEE GENERAL SHEET NOTES.
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A. ALL WORK SHALL BE INCLUDED IN THE BASE BID UNLESS NOTED 
OTHERWISE.


B. MASONRY RESTORATION ALLOWANCE 
EXTERIOR BRICK: SURVEY THE BUILDING EXTERIOR FOR BRICK 
POINTING. REPOINT AS DIRECTED BY THE ARCHITECT. FOR 
REPOINTING, PROVIDE UNIT COST PER LINEAR FOOT FOR REQUIRED 
MORTAR REMOVAL AND REPOINTING.


EXTERIOR STONE/PRECAST CONCRETE ELEMENTS: SURVEY THE 
BUILDING EXTERIOR FOR FAILING JOINTS BETWEEN STONE/PRECAST 
CONCRETE ELEMENTS AND ADJACENT CONSTRUCTION. FOR REPAIR 
OF JOINTS PROVIDE UNIT COST PER LINEAR FOOT FOR REMOVAL OF 
EXISTING MORTAR, PROVISION OF REPLACMENT MORTAR AND 
CAULKING JOINTS AS REQUIRED.


SHEET KEYNOTES


1/8" = 1'-0"
D1


DEMO & PATCHING NORTH ELEVATION
1/8" = 1'-0"


D3
DEMO & PATCHING SOUTH ELEVATION


1 LOCATION OF MISSING STONE CAP - USE MASONRY ALLOWANCE, SEE
GENERAL SHEET NOTES.


2 EXISTING DOWNSPOUT TO REMAIN - PROTECT.


3 EXISTING DOOR TO REMAIN – NO WORK. PROTECT.


4 EXISTING EXTERIOR BUILDING JOINT.  SURVEY AND RESTORE. SEE DETAILS
- USE MASONRY ALLOWANCE, SEE GENERAL SHEET NOTES.


5 PATCH & REPOINT EXISTING BRICK WORK - USE MASONRY REPAIR
ALLOWANCE, SEE GENERAL SHEET NOTES


6 NOT USED


7 ADD ALT NO. 1: DEMOLISH EXISTING WINDOW, PREP OPENING, - SEE
DETAILS


8 NOT USED


9 DEMO EXISTING WINDOW AIR CONDITIONING UNIT - DEMO COMPLETE,
PREP OPENING, - SEE DETAILS


10 EXISTING WINDOW TO REMAIN - NO WORK, PROTECT.


11 REPAIR EXISTING COPING JOINT - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


1/8" = 1'-0"
B1


NORTH ELEVATION


1/8" = 1'-0"
A1


SOUTH ELEVATION
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SHEET KEYNOTES


1/8" = 1'-0"
C5


EAST ELEVATION


1/8" = 1'-0"
D2


NORTH ELEVATION


1/8" = 1'-0"
C3


WEST ELEVATION


1/8" = 1'-0"
D3


SOUTH ELEVATION


1/8" = 1'-0"
C1


WEST ELEVATION


1/8" = 1'-0"
D1


NORTH ELEVATION
1/8" = 1'-0"


D4
SOUTH ELEVATION


A. ALL WORK SHALL BE INCLUDED IN THE BASE BID UNLESS NOTED 
OTHERWISE.


B. MASONRY RESTORATION ALLOWANCE 


EXTERIOR BRICK: SURVEY THE BUILDING EXTERIOR FOR BRICK 
POINTING. REPOINT AS DIRECTED BY THE ARCHITECT. FOR 
REPOINTING, PROVIDE UNIT COST PER LINEAR FOOT FOR REQUIRED 
MORTAR REMOVAL AND REPOINTING.


EXTERIOR STONE/PRECAST CONCRETE ELEMENTS: SURVEY THE 
BUILDING EXTERIOR FOR FAILING JOINTS BETWEEN STONE/PRECAST 
CONCRETE ELEMENTS AND ADJACENT CONSTRUCTION. FOR REPAIR 
OF JOINTS PROVIDE UNIT COST PER LINEAR FOOT FOR REMOVAL OF 
EXISTING MORTAR, PROVISION OF REPLACMENT MORTAR AND 
CAULKING JOINTS AS REQUIRED.


1 EXISTING DOWNSPOUT TO REMAIN - PROTECT.


2 EXISTING DOOR TO REMAIN – NO WORK. PROTECT.


3 NOT USED


4 EXISTING EXTERIOR BUILDING JOINT.  SURVEY AND RESTORE. SEE
DETAILS- USE MASONRY ALLOWANCE, SEE GENERAL SHEET NOTES.


6 ADD ALT NO. 1: DEMOLISH EXISTING WINDOW, PREP OPENING, - SEE
DETAILS


7 NOT USED


8 DEMO EXISTING WINDOW AIR CONDITIONING UNIT - DEMO COMPLETE,
PREP OPENING, - SEE DETAILS


9 REPAIR EXISTING COPING JOINT - USE MASONRY REPAIR ALLOWANCE, SEE
GENERAL SHEET NOTES


10 REPLACE MISSING COPING, MATCH ADJACENT - USE MASONRY REPAIR
ALLOWANCE, SEE GENERAL SHEET NOTES


02-10-2023 1 ADDENDUM #2


1







UP


UP


UP


UP


UP


1


1/2" / 1'-0" 1/2" / 1'-0"


2


2


2


2


2


2


2


22 1/4" / 1'-0" 2 1/4" / 1'-0"


1


33


1/4" / 1'-0" 1/4" / 1'-0"


2 2


1


2 2


1
/2


" 
/ 
1


'-
0


"
1


/2
" 


/ 
1


'-
0


"


1 3


3 3


2


2


3


3


3


3


3


3


3


3


1/4" / 1'-0"


1


3


3


2


2


5


2


3


3


3


4


1/4" / 1'-0"


2


2


1
/2


" 
/ 
1


'-
0


"
1


/2
" 


/ 
1


'-
0


"


1


1


4


1


1


7


6


6


1
1


2


3


2


88


3


3


9


9


9


9


9


99


PRESERVE EXISTING SLOPEPRESERVE EXISTING SLOPE


1111


PRESERVE 
EXISTING SLOPE


PRESERVE 
EXISTING SLOPE


1010


PRESERVE 
EXISTING SLOPE


PRESERVE 
EXISTING SLOPE


10 10


P
R


E
S


E
R


V
E


 
E


X
IS


T
IN


G
 S


L
O


P
E


P
R


E
S


E
R


V
E


 
E


X
IS


T
IN


G
 S


L
O


P
E


PRESERVE 
EXISTING SLOPE


PRESERVE 
EXISTING SLOPE


PRESERVE 
EXISTING SLOPE


P
R


E
S


E
R


V
E


 
E


X
IS


T
IN


G
 S


L
O


P
E


P
R


E
S


E
R


V
E


 
E


X
IS


T
IN


G
 S


L
O


P
E


PRESERVE 
EXISTING SLOPE


11


10


12
12


TYPICAL EXISTING ROOF 
CRICKETS - SEE GENERAL NOTE A


TYPICAL EXISTING ROOF 
CRICKETS - SEE GENERAL NOTE A


12 12


12


12


12


12


12


12


12 12 12


121212


2


13


1


13


1


13


1


13


1


13


1


13


1


13


1


13


1


TERMINATION BAR TO 
FOLLOW BOTTOM OF 
EXISTING COPING


TERMINATION BAR TO 
FOLLOW BOTTOM OF 
EXISTING COPING


SHEET


Date


Drawn By


Checked By


Project Number


CONSULTANTS


PROJECT


ADDRESS


SHEET TITLE


Copyright © 
MCCLAIN + YU ARCHITECTURE AND DESIGN


Project File


McClain + Yu Architecture & Design
2010 Ridgecrest Dr SE 


Albuquerque, NM 87108
505.266.2142


info@mcclain-yu.com
www.mcclain-yu.com


GENERAL SHEET NOTES


1


A


2 3 4 5


1 2 3 4 5


B


C


D


A


B


C


D


E E


6


6


DATE DESCRIPTIONNO.


OWNER


PROJECT STATUS


2
/9


/2
0
2
3


 3
:5


0
:2


8
 P


M
C


:\
U


s
e


rs
\j
e


th
ro


\D
o


c
u
m


e
n


ts
\R


IS
D


 A
E


S
C


_
s
tu


d
io


0
5
3
T


K
3


L
.r


v
t


A-104


ROOF PLAN


RM


JBS


JANUARY 20, 2023


2022-011


300 N. KENTUCKY,
ROSWELL, NM 88201


ROSWELL
INDEPENDENT
SCHOOL DISTRICT


AESC HVAC
UPGRADES


CONSTRUCTION
DOCUMENTS


JA
NUARY 2


0, 2
023


SHEET KEYNOTES


0' 8'4' 16' 32'


1/8" = 1'-0"
A1


ROOF PLAN


1 NEW 60 MIL TPO ROOFING ON 4" OF NEW POLY-ISO INSULATION (R-25) OVER
EXISTING SLOPED ROOF-DECKS


2 EXISTING THRU-WALL SCUPPER TO EXISTING CONDUCTOR HEAD &
DOWNSPOUT PROVIDE SUMP AREA WITHIN NEW INSULATION TO DRAIN


3 EXISTING C.I. VENT TO REMAIN - REFURBISH AS REQUIRED AND PAINT


4 NEW ROOF TOP DIRECT OUTSIDE AIR FAN - SEE MECH.


5 EXISTING ROOF AREA TO REMAIN - NO NEW WORK


6 NEW ALUMINUM ACCESS LADDER - WALL TYPE SEE SPECS


7 NEW ALUMINUM ACCESS LADDER - CROSS OVER TYPE SEE SPECS


8 NEW ROOF CURB AND OPENING FOR DEDICATED OUTSIDE AIR SYSTEMS
DUCT - SEE MECHANICAL, STRUCTURAL AND DETAILS.


9 EXISTING ROOF TOP MECHANICAL EQUIPMENT TO REMAIN.  REROOF
REQUIRED UNDERNEATH EXISTING UNITS.  CONTRACTOR TO REMOVE AND
REINSTALL UNITS.  PROVIDE CRANE/LIFT COSTS AS NECESSARY FOR
REMOVAL AND REINSTALLATION OF UNITS ON THIS ROOF.


10 NEW DUCT - SEE MECHANICAL


11 NEW ROOFTOP MECHANICAL EQUIPMENT - SEE MECHANICAL


12 NEW ROOF CURB AND OPENING FOR NEW MECHANICAL DUCT WORK SEE
STRUCTURAL, MECHANICAL, AND DETAILS.


13 EXISTING ROOF OPENING TO BE RE-USED WITH MODIFICATIONS, PROVIDE
NEW ROOF CURB NEW MECHANICAL DUCTWORK. SEE STRUCTURAL,
MECHANICAL, AND DETAILS.


A. MAIN ROOF SLOPES ARE SLOPED DECKS. CRICKETS ARE ASSUMED 
OVERLAYED MATERIAL. V.I.F. IF CRICKETS ARE SLOPED DECKS AS             
WELL CONTACT THE ARCHITECT


B. CLEAN ALL EXSITING THROUGH WALL SCUPPERS, EXISTING                        
CONDUCTOR HEADS AND DOWNSPOUTS TOP TO BOTTOM TO                      
ASSURE THE FREE FLOW OF WATER.


C. EXISTING ROOF, ROOF PARAPET AND ROOF DUCT MASTIC WITH 
BLACK TAR CONTAINS ASBESTOS - SEE HAZ-MAT REPORT. ROOF 
DEMOLITION REQUIRES PROPER TRAINING FOR ROOFER AND 
PROPER DISPOSAL OF ASBESTOS CONTAINING MATERIALS.


NTS
D1


TERMINATION LINE - BACK OF PARAPET
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SHEET KEYNOTES


1 EXISTING BRICK REPAIRS - SEE DEMOLITION ELEVATIONS AND ROOF PLAN
FOR SCOPE.


2 EXISTING STONE/ CONCRETE REPAIRS/ REPLACEMENT - SEE DEMOLITION
ELEVATIONS AND ROOF PLAN FOR SCOPE


3 EXISTING DOWNSPOUT TO REMAIN - PROTECT.


4 EXISTING DOOR TO REMAIN – NO WORK. PROTECT


5 EXISTING BUILDING TO REMAIN – NO WORK UNLESS OTHER\]WISE
INDICATED IN THE DRAWINGS.


6 ADD ALT NO. 1:  AT LOCATIONS OF DEMOLISHED WINDOWS - PROVIDE
REPLACEMENT WINDOW - SEE DETAILS


7 EXISTING WINDOW TO REMAIN -NO WORK. PROTECT.


8 BASE BID - INFILL FORMER PANEL FOR A/C WINDOW UNIT WITH 1/2" OR
THINNER GLASS WITH FACE MOUNTED MULLION TO MATCH EXISTING
ADJACENT WINDOW - CONFIRM IN FIELD


9 NEW DUCTWORK - SEE MECHANICAL - PAINT, COLOR BY ARCHITECT


1/8" = 1'-0"
D1


NORTH ELEVATION
1/8" = 1'-0"


D3
SOUTH ELEVATION


1/8" = 1'-0"
B1


NORTH ELEVATION


1/8" = 1'-0"
A1


SOUTH ELEVATION


A. ALL WORK SHALL BE INCLUDED IN THE BASE BID UNLESS NOTED 
OTHERWISE.


B. MASONRY RESTORATION ALLOWANCE 


EXISTING BRICK: SEE DEMO & SPECIFICATIONS


EXTERIOR STONE/PRECAST CONCRETE ELEMENTS: SEE PLANS AND 
SPECIFICATIONS
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09 29 00.09


23 05 00.01
(FRICTION FIT)
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DUCT
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2" TYPICAL 
INSULATION


2" TYPICAL 
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WALL OPENING


TYPICAL
MASONRY
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11' - 0"
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DETAILS


MH, RM


SH, JBS, MR


JANUARY 20, 2023


2022-011


300 N. KENTUCKY,
ROSWELL, NM 88201


ROSWELL
INDEPENDENT
SCHOOL DISTRICT


AESC HVAC
UPGRADES


CONSTRUCTION
DOCUMENTS


JA
NUARY 2


0, 2
023


A. NONE


1" = 1'-0"
A2


SECTION DETAIL - HIGH WINDOW MECHANICAL PENETRATION
1" = 1'-0"


A4
SECTION DETAIL - DOOR TRANSOM PARTIAL COVER


1 1/2" = 1'-0"
C6


DUCT EXISTING MASONRY - WALL PENETRATION DETAIL


KEYNOTE LEGEND


07 84 13.01 FIRE STOP SEALANT


07 84 46.01 FIRE SAFING INSULATION


07 84 46.02 IMPALING CUP ADHERED TO DECK EDGE ANGLE


09 21 16.01 2 1/2" X 20 GA METAL C-H STUD


09 21 16.02 1" GYPSUM BOARD LINER


09 21 16.03 2 1/2" x 20 GA J-RUNNER


09 29 00.09 5/8" TYPE 'X' GYPSUM BOARD - SEE PARTITION TYPES


23 05 00.01 DUCTS - SEE MECHANICAL DRAWINGS


3" = 1'-0"
A6


RATED WALL PENETRATION PIPES


3" = 1'-0"
B6


DETAIL - DUCT PENETRATION


02-03-2023 1 ADDENDUM #1


02-10-2023 2 ADDENDUM #2


1 1/2" = 1'-0"
B4


WALL OPENING MASONRY TYPICAL DETAIL


1 1/2" = 1'-0"
D4


WALL OPENING CONCRETE TYPICAL DETAIL
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DOOR AND WINDOW
SCHEDULES AND
ELEVATIONS


RM


JBS


JANUARY 20, 2023


2022-011


300 N. KENTUCKY,
ROSWELL, NM 88201


ROSWELL
INDEPENDENT
SCHOOL DISTRICT


AESC HVAC
UPGRADES


CONSTRUCTION
DOCUMENTS


JA
NUARY 2


0, 2
023


A. NONE


WINDOW SCHEDULE


TYPE MARK SIZE MATERIAL GLAZING INT FINISH EXT FINISH
ROLLER
SHADE COMMENTS


1 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


2 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


2A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


3 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


4 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


5 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


5A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


6 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


7 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


10 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


11 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


12 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


13 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


13A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


14 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


14A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


15 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


16 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


16A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


17 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


17A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


18 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


19 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


20 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


21 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


21A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


22 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


22A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


23 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


24 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


24A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


25 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


25A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES 2 WINDOWS INSTALLED AROUND EXISTING CENTER WOOD JAMB


26 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


27 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


28 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


29 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


30 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


30A SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES


A5 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES FIRE ESCAPE WINDOW - SEE WINDOW ELEVATION


A6 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES FIRE ESCAPE WINDOW - SEE WINDOW ELEVATION


B1 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES FIRE ESCAPE WINDOW - SEE WINDOW ELEVATION


B2 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES FIRE ESCAPE WINDOW - SEE WINDOW ELEVATION


B3 SEE WINDOW TYPES ACWD 1" IGU, CLR, TEMPERED WHERE REQ'D STAINED OAK KYNAR YES FIRE ESCAPE WINDOW - SEE WINDOW ELEVATION


1/4" = 1'-0"
A1


WINDOW TYPES


1/4" = 1'-0"
B6


WINDOW ELEVATION


1/4" = 1'-0"
A6


WINDOW ELEVATION


SHEET KEYNOTES


1 EXISTING WOOD CENTER JAMB TO REMAIN
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1/4" = 1'-0"
C1


DOOR FRAMES
1/4" = 1'-0"


C2
DOOR TYPES


DOOR SCHEDULE


NO.


SIZE DOOR FRAME


FIRE RATING


DETAILS


SIGN TYPE COMMENTSWIDTH HEIGHT THK MATERIAL TYPE
HARDWARE


SET MATERIAL TYPE HEAD JAMB THRESHOLD


119 1' - 4" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


124 1' - 6 1/2" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


129A 3' - 0" 7' - 0" 0' - 2" HM F 2 HM 1 1 HR E3 / A-502 D3 / A-502 C3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


129B 4' - 0" 8' - 6" 0' - 2" HM F 2 HM 1 1 HR E3 / A-502 D3 / A-502 C3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


222 1' - 4" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


225 1' - 6 1/2" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


316 1' - 4" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


322 1' - 6 1/2" 6' - 0 1/2" 0' - 2" HM F 1 HM 1 1 HR E3 / A-502 D3 / A-502 V.I.F. ROUGH OPENING DIMENSIONS


CH01 3' - 4" 7' - 0" 0' - 2" HM F 3 HM 1 NONE E3 / A-502 D3 / A-502 C3 / A-502 PROVIDE 4" HIGH FRAME AT HEAD


HARDWARE


HW-1 : 3 HINGE (HVYWT), 1-STOREROOM LOCKSET, BEST SERIES 9K, WITH BEST KEY TO MATCH OWNERS STANDARD, CLOSER, GASKET SET
HW-2: 3 HINGE (HVYWT), 1-STOREROOM LOCKSET, BEST SERIES 9K, WITH BEST KEY TO MATCH OWNERS STANDARD, CLOSER, THRESHOLD, GASKET SET, SWEEP
HW-3: 3 HINGE (HVYWT), 1-STOREROOM LOCKSET, BEST SERIES, 9K, WITH BEST KEY TO MATCH OWNERS STANDARD, CLOSER, THRESHOLD, RAIN (GUARD, FRAME BUMPERS)


02-03-2023 1 ADDENDUM #1


02-10-2023 2 ADDENDUM #2
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A. THE FIRE ALARM CONTRACTOR SHALL EMPLOY THE SERVICES OF A NICET 3 (OR
BETTER) FIRE ALARM DESIGNER AND SHALL PROCESS SHOP DRAWINGS FOR
APPROVAL BY THE FIRE MARSHAL.   ALL DEVICES REQUIRED BY CODE AND/OR
THE AHJ, WHETHER OR NOT SHOWN ON THIS DRAWING, SHALL BE THE
RESPONSIBILITY OF THE FIRE ALARM CONTRACTOR AND SHALL BE INSTALLED
AT NO  ADDITIONAL COST. WHEN LESS THAN 8 NEW DEVICES ARE TO BE
INSTALLED A "WORK LETTER" ACCEPTABLE TO THE AHJ WILL BE ALLOWED.


B. ALL DEVICES SHALL BE SUITABLE FOR THE ENVIRONMENT IN WHICH THEY ARE
LOCATED AND APPROPRIATELY U.L. LISTED WHENEVER APPLICABLE.


C. INSTALL MONITOR MODULES AT EACH FLOW AND TAMPER SWITCH (INCLUDING
DAMPERS AND P.I.V.'S).  VERIFY LOCATIONS WITH MECHANICAL AND FIRE
SPRINKLER DRAWINGS PRIOR TO INSTALLATION.


D. INSTALL DUCT DETECTORS ON THE RETURN SIDE OF ALL AIR HANDLING UNITS
RATED OVER 2000 CFM.  COORDINATE OPERATING VOLTAGE PRIOR TO
INSTALLATION.   DUCT DETECTORS SHALL BE FURNISHED BY FIRE ALARM
CONTRACTOR AND INSTALLED BY MECHANICAL CONTRACTOR.


E. ELECTRICAL CONTRACTOR SHALL INSTALL ALL 3/4" CONDUIT REQUIRED FOR
FIRE ALARM SYSTEM.   ALL CONDUIT SHALL BE RED OR HAVE RED  BANDING
EVERY 5'-0".  BUSH ALL EXPOSED CONDUIT ENDS.


F. ALL CONDITIONS THAT APPLY SHALL COMPLY WITH NFPA 72.


G. FIRE ALARM SYSTEM SHALL HAVE A MINIMUM 1 YEAR WARRANTY ON ALL PARTS
AND INSTALLATION.  UPON COMPLETION OF INSTALLATION AND TRAINING THE
CONTRACTOR SHALL GIVE THE OWNER A COMPLETE COPY OF THE FIRE  ALARM
PROGRAMMING MANUAL (INCLUDING PASSWORDS).


H. FIRE ALARM CONTRACTOR SHALL HAVE A MINIMUM OF 5 YEARS EXPERIENCE
AND UPON REQUEST DEMONSTRATE AT LEAST 3 PAST PROJECTS OF SIMILAR
SCALE AND SCOPE.   CONTRACTOR SHALL PROVIDE 24 HOUR EMERGENCY
RESPONSE SERVICES DURING THE WARRANTY PERIOD AT NO ADDITIONAL COST
TO THE OWNER.   INSTALLER SHALL BE RESPONSIBLE FOR  CABLING,
TERMINATIONS, PROGRAMMING, ETC... "PARTS & SMARTS" JOINT VENTURES ARE
UNACCEPTABLE.


I. FIRE ALARM CONTRACTOR SHALL HAVE 20 CALENDAR DAYS FROM NOTICE OF
AWARD TO PRODUCE JOB SPECIFIC SHOP DRAWINGS AND SUBMIT THEM TO THE
FIRE MARSHAL FOR APPROVAL.


FIRE ALARM GENERAL NOTES:
1
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6. FIRE DAMPER, MANUFACTURED BY RUSKIN OR APPROVED EQUAL, WITH HEAT
ACTUATED ELECTRIC FUSE LINK AND INTEGRAL FACTORY FURNISHED DUCT
SMOKE DETECTOR FURNISHED BY DIVISIONS 23. PROVIDE NEW FIRE ALARM
MONITORING MODULE, COMPATIBLE WITH EXISTING FACP, AND EXTEND NEW
PLENUM WIRING TO EACH FSD DUCT-DETECTOR. REFER TO FIRE ALARM
GENERAL NOTES FOR ADDITIONAL REQUIREMENTS.
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6. FIRE DAMPER, MANUFACTURED BY RUSKIN OR APPROVED EQUAL, WITH HEAT
ACTUATED ELECTRIC FUSE LINK AND INTEGRAL FACTORY FURNISHED DUCT
SMOKE DETECTOR FURNISHED BY DIVISIONS 23. PROVIDE NEW FIRE ALARM
MONITORING MODULE, COMPATIBLE WITH EXISTING FACP, AND EXTEND NEW
PLENUM WIRING TO EACH FSD DUCT-DETECTOR. REFER TO FIRE ALARM
GENERAL NOTES FOR ADDITIONAL REQUIREMENTS.
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ACTUATED ELECTRIC FUSE LINK AND INTEGRAL FACTORY FURNISHED DUCT
SMOKE DETECTOR FURNISHED BY DIVISIONS 23. PROVIDE NEW FIRE ALARM
MONITORING MODULE, COMPATIBLE WITH EXISTING FACP, AND EXTEND NEW
PLENUM WIRING TO EACH FSD DUCT-DETECTOR. REFER TO FIRE ALARM
GENERAL NOTES FOR ADDITIONAL REQUIREMENTS.
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FIRE ALARM SYSTEM DIAGRAM


REMOTE
ANNUNCIATOR


CONNECT AUTO-DIALER TO TTB,
PROGRAM EMER. CALL NUMBER
PER OWNER'S INSTRUCTION


DIAGRAM IS SCHEMATIC ONLY, NOT ALL
DEVICES SHOWN NECESSARILY USED


E.O.L.


E.O.L.


INITIATING CIRCUIT


E.O.L.


INDICATING CIRCUIT


E.O.L.


INTERFACE RELAY TO VARIOUS
NON-ADDRESSABLE DEVICES INCLUDING
PIV, FLOW/TAMPER, DAMPER


TO EXISTING DEDICATED CIRCUIT, PROVIDE CODE
REQUIRED LOCK-ON CLIP AT CIRCUIT BREAKER


EXISTING
SYSTEM WITH


BATTERIES


AUTO-DIALER


FIRE ALARM
CONTROL


PANEL
(FACP)
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